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SECTION 15400 - PLUMBING 
 

PART 1 - GENERAL 

 

1.1   SCOPE 

 

The work under this Contract consists of, but is not limited to, all the tasks to supply and install all the 

plumbing fixtures and ancillary items to produce a complete installation that is fully operational and 

capable of providing the service for which it was intended. 

 

1.2   SUBMITTALS 

 

A. Submit manufacturers product data and shop drawings for approval. 

 

B. Submit record drawings in accord with SECTIONS 01050 and 01700. 

 

PART 2 - PRODUCTS 

 

2.1  PIPING 

 

A. All water service piping shall be copper when above the floor and P. V. C.  under the ground, of 

Schedule 40 or Schedule 80 as required to comply with the Florida Building Code and as 

recommended by the manufacturer of the fixtures for their proper operation and to suit the fittings. 

 

B. All exposed piping shall be brass, chromium plated. 

 

C. In no case shall a pipe be of less inside diameter than the inside diameter at the point of connection 

to the fitting it serves. 

 

D. See plans for pipe sizes. 

 

E. Not more than one lavatory, sink or similar fixture shall be supplied by a branch.  Linear 

dimension not to exceed ten (10) feet. 

 

F. Pipes must be sleeved through walls and floors with PVC.   

 

G. Provide the necessary water hammer arresters and backflow preventors in accordance with the best 

trade practice, the Florida Building Code, and other regulatory agencies having jurisdiction. 

 

2.2 VALVES 

 

A. Valves, 2-inch and smaller, shall be all bronze with screw ends (sweat type ends for copper). 

 

B. All valves must have a minimum working pressure of 125 p.s.i. steam. 

 

C. The valves shall have the manufacturer's name and valve rating cast in the body. 

 

D. The acceptable valve manufacturer's are:  Crane, Powell, Jenkins, Walworth, Lukenheimer, and 

Stockham. 

 

E. Provide valves equal to following Crane figure numbers. 

 

2 Inches & Smaller     2 Inches & Smaller 

 

Threaded                  Soldered       
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Gate Figure 438           Gate Figure 1324         

 

Globe Figure 7TF         Globe Class 125         

 

Check Figure 1707        Check Figure 1707S         

 

2.3 FITTINGS 

 

A. Threaded steel pipe:  Malleable iron, 150 lb. banded, galvanized. 

 

B. Copper pipe water services:  Wrought copper, solder-joint type, 95-5 solder. 

 

C. Unions:  Provide either copper, galvanized malleable iron or brass ground joint unions for piping 2 

inches in diameter or smaller. 

 

D For PVC pipe use compatible molded preformed fittings and the manufacturer approved solvent. 

 

E. For Copper tube, drainage type, use wrought copper, solder joint, 95-5 solder. 

 

2.4 MISCELLANEOUS 

 

A. Valve boxes:  Precast, by Brooks Company or approved equal. 

 

B. Escutcheons:  Chrome plated brass, with set screw, spring or other device to hold them securely in 

place.  Provide for pipes passing through walls, floors and roof in all finished rooms. 

 

C. Hangers:  Malleable or wrought iron split ring with adjuster. 

 

1. For steel or cast iron:  Grinnell No. 115, Fee & Mason No.  215 or F & S No. 42. 

 

2. For copper:  Grinnell No. 115C, Fee & Mason No. 215C or F & S NO. 42 CT.  

 

D. The hose bibs shall be Wall Hydrant, SQ-5-1632, with vacuum breaker  by Jay R. Smith Mfg. Co., 

www.jrsmith.com, or approved equal. 

 

E. Floor Drains:  Zurn Model ZN-415 or approved equal with no-hub fittings and self cleaning traps.  

Trap each fixture separately unless otherwise specifically detailed. 

 

F. Furnish 4 lb. sheet lead flashing for all roof vents and drains. 

 

G. All fixture supports shall be steel plate with thru bolts. 

 

H. Cleanout Covers:  Josam 58600-3 or approved equal. 

 

2.5 FIXTURES 

 

All fixtures and fittings shall be from the same manufacturer as indicated, or equal, approved by the 

County.  Check plans for location of fixtures.  Any fixtures shown in the plans must be supplied and 

installed by the Contractor. 

 

A. Water Closets (Typical) - Siphon jet flushing action American Standard #2234.001 Madera 
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with Sloan OPTIMA 111-ES-S-YO flush valve and EL-154 Transformer, Church seat 

#9500C less cover and bolt caps #481310-100 or approved equal. 

 

B. Water Closets (Handicapped) - Siphon jet flushing action, American Standard #3043.102.  

Elongated Madera with Sloan OPTIMA 111-ES-S-YO flush valve, Church seat #9500C 

less cover and bolt caps #481310-100 or approved equal. 

 

C. Lavatories - Kohler Hudson wall hung model K-2812 or approved equal, single center 

faucet hole with Grid Drain and American Standard Single Control Metering Faucet 

#1340.000.002 with optional escutcheon plate, complete with all pipes, fittings, adjustable 

p trap, etc. Scald Insulation kit : TrueBro Soft Guard Plus # 82522 or approved equal. 

Provide floor mounted conceal arm carrier model # J.R. Smith 0700-M34 

 

D. Vanities and Vanity Sink: Lavatory (counter top): Integral bowl (oval) with Bradley 

counter model # LD-3010/MOD - white, drilled for faucet w/ grid drain, w/ backsplash, 

front and side apron (or approved equal), Scald Insulation kit : TrueBro Lavshield #2018-

AS-D (or Approved Equal) 

Faucet: American Standard #1340.000.002 metering faucet (or approved equal) (cw 

only) w/ optional escutcheon plate 

Supply/stop: chrome plated/loose key 

 

E. Janitor's Closet Sink - Kohler Bannon Service sink K-6716 or approved equal with rough 

plate finish faucet K-8906 and K-6673 3" cast iron trap. 

 

F.    Urinals (Typical)- Urinal-HC: Zurn #Z5738.206.00 with Zurn p6000-hw6 hardwire 

power converter (or approved equal) 

Flush valve: Zurn zeg6003ev-hw 

Carrier: Zurn 'z1221' (or approved equal) 

 

G. Drinking Fountain -   

Wall mounted – Elkay VRCTL8SC or approved equal wall hung full stainless steel electric 

water cooler 1PH/115V/370W, 8 GPH of 50 df water at 90 df ambient, ADA compliant, 

front and side easy touch controls. Provide cane apron #98324C. Provide interior water 

hammer arrestor type B mini-rester by Sioux chief manufacturing. 

 

PART 3 - EXECUTION 

 

A. Run soil piping to point outside of building as indicated and connect to existing manhole. 

 

B. Install horizontal soil and waste piping to 1/8-inch per foot grade or as shown on plans.  Run horizontal 

vent lines to minimum grade back to stacks and vertical vent lines as direct and free from bends as 

possible. 

 

C. Run piping above any ceiling as high as building construction permits, except where otherwise indicated in 

construction documents. 

 

D. Support horizontal soil pipe at (5') five foot intervals or less. 

 

E. Provide cleanouts at foot of each stack, at each change of direction of horizontal lines and in horizontal 

runs at 75 foot intervals. 

 

END OF SECTION 15400 


