
SPECIFICATIONS OF EXISTING GENERATORS 

 

 

Generator No. 1: 
Engine Specifications: 

 Model: 3516 

 Performance Number: DM0319 

 Generator Performance Data: 25Z03969 

 Displacement:  69.00 L 

 Generator Power Rating: 1,600 ekW 

 Exhaust Flow Rate:  14,196 cfm 

 Exhaust Stack Temp:  960.44 degrees F 

 Maximum Backpressure: 26.9 in. H2O 

 Power Requirements: 120 VAC – Monitoring System (max 10 amp)\ 

 Sound Attenuation:  25 – 33 dBA (Critical Grade) 

 

 

Generator No. 2  
Engine Specifications: 

 Model: D399 

 Generator Arrg. Number: 35B3797 

 Generator Power Rating: 900 ekW 

 Exhaust Flow Rate:  7340 cfm 

 Exhaust Stack Temp:  950 degrees F 

 Maximum Backpressure: 26.9 in. H2O 

 

 

 

Generator No. 3  
Engine Specifications: 

 Model: D399 

 Generator Arrg. Number: 36Z01807 

 Generator Power Rating: 900 ekW 

 Exhaust Flow Rate:  7340 cfm 

 Exhaust Stack Temp:  950 degrees F 

 Maximum Backpressure: 26.9 in. H2O 

 

 


